EKF
YKA3AHUA

N0 MOHTaXy PO3eTKH
cepun «PUM»

Installation directions
for socket series «ROME»

BbiBEpHYTb OTBEPTKOI LEHTPaNbHbIA BUHT U CHATb
KPBbILLKY M3AenuA.
Remove the central screw with a screwdriver and
remove the cover.

Caenatb B KpbILLKe U3AenuUA Bblpes AnA kabens
B COOTBETCTBMM C €70 AMaMETPOM.

Make a cutout on the cover for cable

in accordance with its diameter




MopacoeanHnTb NpoBoAa, NPOCYHYB
3a4MLLEHHbIE KOHLbI B Ma3bl KOHTAKTHbIX
3aXMMOB, NPU HANUYUK y U3aenua
3a3eMNALLEro NPOBOAA, NOACOEANHUTD
€ro K COOTBETCTBYIOLLEMY KOHTAKTY.
3aTAHYTb BUHTBI.

Connect wires by pushing the scinners into
the grooves of terminal clamps. If the unit
has a ground wire, connect it to the
appropriate contact. Tighten the screws.

MpukpenuTb kopnyc u3genua
K CTeHe AABYMA camMope3ami.
Fix the housing to the wall

with two screws.

YCTaHOBUTb KpbILLKY HA MECTO,
3aTAHYTb LEHTPanbHbIii BUHT.
Remount the cover, tighten

the central screw.




